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STEP 1:
REMOVE COMPONENTS FROM PACKAGING
AND PLACE INTO BLANKETED, LEVEL 
SURFACE TO PREVENT SCRATCHING OR
MARRING OF THE METAL TOP.
SHOWN LEFT

STEP 4:
USING MULTIPLE PEOPLE, FLIP
THE TABLE RIGHT SIDE UP AND
ADJUST THE GLIDES TO LEVEL
THE RABLE. IF APPLICABLE, 
INSTALL THE UMBRELLA CAP
AND COVER. SHOWN LEFT

STEP 1:
REMOVE COMPONENTS FROM PACKAGING
AND PLACE INTO BLANKETED, LEVEL 
SURFACE TO PREVENT SCRATCHING OR
MARRING OF THE METAL TOP.
SHOWN LEFT

STEP 4:
USING MULTIPLE PEOPLE, FLIP
THE TABLE RIGHT SIDE UP AND
ADJUST THE GLIDES TO LEVEL
THE RABLE. IF APPLICABLE, 
INSTALL THE UMBRELLA CAP
AND COVER. SHOWN LEFT

STEP 2:
TAKE THE LEGS AND PLACE ON TABS ON
THE TABLETOP, THEN USE THE PROVIDED
SCREWS TO SECURE THE LEGS IN PLACE.
SHOWN BELOW

UMBRELLA CAP AND COVER

LEGS. SHOWN BELOW

STEP 3:
ONCE ALL SCREWS ARE SECURED. THREAD IN
PROVIDED GLIDES ON THE BOTTOM OF THE 

GLIDE


