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 .XX:  0.030"
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THIRD ANGLE 

PROJECTION

REVISIONS

REV. DESCRIPTION DATE APPROVEDASSEMBLY INSTRUCTIONS

STEP 3:
REMOVE THE SEAT PLATE FROM THE PACKAGING 
AND PLACE INTO THE VERITCAL TUBE OF THE STOOL.
ATTACH THE PLATE USING THE SUPPLIED 1/4-20 X 1-1/4"
FLATHEAD MACHINE SCREWS. SHOWN LEFT

STEP 1:
REMOVE FRAME FROM PACKAGING AND PLACE
ON THE FLOOR IN THE DESIRED LOCATION. ORIENT 
THE FRAME AS SHOWN BELOW. FROM THERE MARK
THE FLOOR AND USE THE APPRORIATE HARDWARE
TO SECURE IT.

STEP 2:
SLIDE THE BASE COVER OVER THE FRAME.
USE CAUTION TO PREVENT SCRATING THE
FRAME, SHOWN LEFT

STEP 4:
PLACE WOOD STOOL SEAT ONTO PLATE AND ATTACH
USING FOUR OF THE SUPPLIED #14X1" WOOD SCREWS 
FROM THE UNDERSIDE OF SEAT PLATE. ORIENT GRAIN
DIRECTION TO CLIENTS PREFERENCE. PLEASE GO TO 
STEP 5 IF IT IS AN UPHOLSTERED SEAT.
SHOWN LEFT

NOTE:
FOR UPHOLSTERED SEAT PLEASE CHECK PAGE 2
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SCREW

WOOD REVEAL

UPHOLSTERED SEAT

ASSEMBLY INSTRUCTIONS
UPHOLSTERY OPTION

STEP 5:

FOR UPHOLSTERED SEAT TAKE THE WOOD REVEAL AND ALIGN WITH THE HOLES OF THE FRAME. THEN PLACE THE UPHOLSTERED SEAT ON TOP, ALIGNING WITH THE HOLES IN 
BOTH THE FRAME AND WOOD REVEAL. USE THE PROVIDED SCREWS AND THREAD INTO THE UPHOLSTERED SEAT AND TIGHTEN TO SECURE THEM. SHOWN ABOVE


