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PART NO:
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CHECKED BY:
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 1

FRACTIONS:  1/16"
 .XX:  0.030"
.XXX:  0.010"
ANGLES: 

THIRD ANGLE 

PROJECTION

STEP 6:
USING MULTIPLE PEOPLE, FLIP THE TABLETOP 
OVER AND PLACE INTO THE FINAL POSITION 
FOLLOWING THE ARCHITECTURAL PLANS. THERE 
ARE 5/8” DIAMETER HOLES IN THE FEET OF EACH 
BASE FOR MOUNTING TO THE FLOOR, IF 
DESIRED. PLEASE USE HARDWARE SUITABLE 
FOR THE FLOORING CONDITION ONSITE

STRETCHER 11
2" 

REVISIONS

REV. DESCRIPTION DATE APPROVEDASSEMBLY INSTRUCTIONS

STEP 1:
REMOVE BASES FROM PACKAGING
AND PLACE ON THE GROUND. MAKE SURE
THE OPEN SIDES ARE FACING THE CENTER
OF THE TABLE. SHOWN LEFT

STEP 2:
REMOVE WOOD STRETCHER FROM PACKAGING
PLACE THE STRETCHER ON THE LOWER LEVEL 
OF THE BASE. POSITION IT TO HAVE  A 1.5"
OVERHANG AND THE FINISHED SIDE TO BE UP.
SHOWN LEFT 

STEP 3:
CENTER THE STRETCHER SIDE-SIDE ON THE METAL 
TAB AND MARK THE CENTER OF THE MOUNTING HOLES 
ON THE BASE. REMOVE THE STRETCHER AND PREDRILL 
1/4" DIAMETER HOLES 3/4" DEEP INTO THE BOTTOM OF 
THE STRETCHER. LOOSELY ATTACH THE STRETCHER TO 
THE BASES WITH TWO  5/16-12 X 1” HEX HEAD SCREWS 
PER BASE. SHOWN LEFT

STEP 4:
REMOVE TABLETOP FROM PACKAGING AND PLACE
UPSIDE DOWN ON BLANKETED LEVEL SURFACE.
CENTER THE BASE AND STRETCHER ASSEMBLY 
ACROSS THE LENGTH AND WIDTH OF THE
TABLETOP. SHOWN LEFT

STEP 5:
MARK THE CENTER OF THE MOUNTING HOLES ON 
THE BASE. MOVE THE BASES AND PREDRILL 1/4" 
DIAMETER HOLES 3/4" DEEP INTO THE BOTTOM OF 
THE TABLETOP. ATTACH BASES WITH FOUR 
5/16-12 X 1” HEX HEAD SCREWS PER BASE. ONCE 
BASES ARE ATTACHED, PLACE FELT PADS ON THE 
BOTTOM OF THE BASES. TIGHTEN ALL HARDWARE
SHOWN LEFT

STEP 5:
MARK THE CENTER OF THE MOUNTING HOLES ON 
THE BASE. MOVE THE BASES AND PREDRILL 1/4" 
DIAMETER HOLES 3/4" DEEP INTO THE BOTTOM OF 
THE TABLETOP. ATTACH BASES WITH FOUR 
5/16-12 X 1” HEX HEAD SCREWS PER BASE. ONCE 
BASES ARE ATTACHED, PLACE FELT PADS ON THE 
BOTTOM OF THE BASES. TIGHTEN ALL HARDWARE
SHOWN LEFT
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