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THIRD ANGLE 

PROJECTION

STEP 6:
USE A NAIL PUNCH, IF NEEDED, TO RECESS ANY NAILS THAT ARE NOT FULLY SEATED
IN THE WOOD. FILL ANY VISIABLE NAIL HOLES WITH MATCHING WOOD FILLER. THE 
FINISHED LOOK SHOULD BE LEVEL AND FLAT AGAINST THE WALL. SHOWN ABOVE

TONGUE SIDE UP

REVISIONS

REV. DESCRIPTION DATE APPROVED
WALL PANELING INSTALLATION GUIDE

STEP 1:
ENSURE THE WALL IS CLEAN AND 100% DRY BEFORE INSTALLATION. 
TAKE OUT PANELS AND ALLOW THEM TO ACCLIMATE TO THE CONDITIONS
OF THE ROOM. ALLOW AT LEAST 3 DAYS IN A FINISHED AND HEATED SPACE,
PLEASE MAKE SURE TO EXPOSE ALL SIDES OF THE PANELS.

STEP 2:
LAY OUT THE MATERIAL (ON THE FLOOR) BEFORE INSTALLATION TO CREATE THE 
DESIRED LAYOUT. IF YOU FIND A BOARD THAT DEVIATES FROM YOUR DESIRED LOOK, 
USE IT IN A LESS VIABLE LOCATION OR AS A SMALL CUT-IN PIECE. COLOR SORTED 
PRODUCTS WILL STILL CONTAIN VARIATIONS. BE SELECTIVE WHEN DEFECTING FOR 
COLOR TO AVOID RUNNING SHORT OF MATERIAL. SHOWN ABOVE

STEP 3:
USE A LEVEL TO CREATE A REFERENCE LINE AND CHOOSE A LONG PIECE FOR YOUR 
FIRST PANEL. USE THE APPROPRIATE LENGTH FINISH NAILS BASES ON THE WALL 
MATEIRAL AND THICKNESS. INSTALL THE PANEL WITH THE TONGUE FACING UP. 
CAREFULLY NAIL AT A 45 DEGREE ANGLE INTO THE TONGUE OF THE PANEL. 
ENSURE THAT THE PANEL STAYS LEVEL. SHOWN ABOVE

STEP 4:
INSTALL THE REMANING PANELS BY PUTTING THE NEXT ONE ON TOP OF THE
ALREADY INSTALLED ONE. ENSURE THAT THE TONGUE AND GROOVES ARE FULLY 
SEATED BY APPLYING DOWNWARD PRESSURE WITH YOUR FINGER. SHOWN ABOVE

STEP 5:
STAGGER THE LENGTHS TO PLACE JOINTS AT LEAST 6" APART FROM EACH OTHER.
ADJUST AS NEEDED TO AVOID "H" JOINTS, STEPPED JOINTS, OR JOINTS LESS THAN 
6" APART. SHOWN ABOVE
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