ASSEMBLY INSTRUCTIONS

STEP 1:

L/

STEP 2:

BOOTH. SHOWN ABOVE

&

REVISIONS

REV.

DESCRIPTION

DATE

APPROVED

REMOVE CUSHION FROM PACKAGING. ENSURE IT IS NOT DAMAGED AND THERE ARE
STAGING BLOCKS ON THE BOTTOM OF THE CUSHION. SHOWN ABOVE

TAKE THE CUSHION AND ANGLE IT TOWARDS THE BACK OF THE BOOTH. ENSURE THE WOOD
BLOCKS ARE FACING FORWARD. ALIGN THE BOOTH TO BE CENTERED TO THE WIDTH OF THE

STEP 3:

PUSH THE CUSHION DOWN FIRMLY. LOCKING IN THE WOOD
BLOCKS TO THE BOOTH. ENSURE THE CUSHION IS FLUSH TO THE

FRAME. SHOWN ABOVE

=

B H n w DESCRIPTION: DIMENSIONS ARE IN INCHES [DRAWN BY: EK DATE. - /18/2025 PART NO- SHEET NO-
KNOX BOOTH UPHOLSTERY FRACTIONS: + 1/16" CHECKED BY: DATE: KBH'UPH
WORKS |AssEMBLY INSTRUCTIONS 060010
XXX: £0.010" WEIGHT: h /F\ THIRD ANGLE [REV: SCALE: i SIZE:
ANGLES: +1° 61.2LBS @ PROJECTION 1:20 A
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